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HYDROGEN PEROXIDE Product Code: UC-HP-01  

 

PRODUCT DATA 

Hydrogen Peroxide (H2O2)  is a colorless and odorless liquid and soluble in water.  

PHYSICAL AND CHEMICAL PROPERTIES 

Properties Unit Value 

Concentration w/w 50,24 

Density @25oC g/cm3 1,192 

Acidity g H2SO4/ 100 mL 0,039-0,06 

Stability mIO2/ 25 mL 0,1-0,3 

Iron Content  mg/ L 0,03 

pH @25OC pH 0,93 

 

APPLICATION FIELDS 

It can be used in mining industry, metallurgical industry, cosmetics industry, pharmaceutical industry, 

food packaging industry, waste water treatment sector, textile industry, paper production sector. 

PACKAGING 

Stainless or inner PE and PVC bins. 65 kg polyethylene (PE) bag in drum. Also shipped in IBC tanks 

and bulk. 

EXPIRY DATE 

One year from production date. 

APPLICATIONS  

It can be used in different percentages according to application field. 
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SAFETY DATA 

Cas No: 7722–84–1 

HAZARD IDENTIFICATION 

Inhalation                             If inhaled, remove from contaminated area to fresh air immediately. 

Apply artificial respiration if not breathing. If breathing is difficult, give 

oxygen. Immediately get medical attention. 

Skin Contact Remove contaminated clothing and wash before re-use. Wash 

affected areas with copious quantities of water immediately. Seek 

immediate medical advice. 

Eye Contact Seek immediate medical assistance. Immediately irrigate with 

copious quantity of water for at least 15 minutes. Eyelids to be held 

open.  

Ingestion   Do not induce vomiting. wash out mouth with water, afterwards  

                                               drink plenty of water. seek immediate medical attention. 

 

HANDLING AND STORAGE 

Storage area:                           High concentrations of hydrogen peroxide are more stable than        

                                               dilute ones. However, heavy metals such as iron, manganese, copper    

                                               or heavy metal compounds cause sudden decomposition of     

                                               hydrogen peroxide. Therefore, containers or storage tanks in which    

                                               Hydrogen Peroxide is placed must be protected against any  

                                               contamination. 

 

Packaging materials:            PE and PVC drum. 

            

Incompatibilities:            Avoid interference wih organic chemicals and compounds, cyanides,  

               flammable materials such as wood, paper, iron and other heavy  

              metals, metal and metal salts, copper and copper alloys, flammable     

                                              liquids, aniline, nitromethane, alcohols, acetone, caustic. 
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TRANSPORT INFORMATION 

Observe state and local environmental regulations as they relate to transportation. Proper sealing and 

leak proof containers should be used to prevent possible leakages. 

ADR Class: 5.1  UN Class: 2014 

RID Class: 5.1  ICAO Class: 5.1 

ADNR Class Class 5.1: Oxidizing agents  IMDG Class 5.1 

 

DISCLAIMER 

The product should be used in accordance with the recommendations in the Technical Data Sheet.  

No legal liability can be accepted from ‘UNICHEM SOLUTIONS’ due to application-related problems 

not written here. This document is not a Warranty Certificate. Responsibility is not accepted. 



 

 


