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LABSA Product Code: UC-LB-01  

 

PRODUCT DATA 

Linear alkylbenzene sulphonic acid (Labsa). 

PHYSICAL AND CHEMICAL PROPERTIES 

Properties Unit Value 

Appearance                      - Brownish viscous liquid 

Color                      - Max.40 

Active Matter  - 96-98 

Unsulphonated Matter                       % Max.2.0 

Water    %    Max.0.8 

Specific Gravity (15 Co)   g/ml                      1,05 

Biodegratability   %   Min.90 

Average molecular weight                      % 322 ± 2 

Flash Point                                 oC                  <150 

 

APPLICATION FIELDS 

One of the main raw material of synthetic detergent industry. Laundry, dishwasher powder 

detergent, detergent gels, liquid soaps, cleaning powder, fatty soaps and so on. as. As mercerized 

and washing agents used in the textile industry. 

PACKAGING 

Coated plastics drum, IBC, barrel are used. 

EXPIRY DATE 

One year from production date. 

APPLICATIONS 

It can be used in different percentages according to application field. 
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SAFETY DATA 

Cas No: 27176-87-0 

HAZARD IDENTIFICATION 

Inhalation If inhaled, remove to fresh air. If not breathing, give artificial 

respiration. If breathing is difficult, give oxygen. Get medical 

attention. 

 

Skin Contact              Remove contaminated clothing and shoes. Wash exposed areas  

                                               with plenty of water for at least 15 minutes. If irritation develops,  

                                               seek medical attention. Wash clothing before reuse.  

 

Eye Contact   Immediately flush eyes with plenty of water, occasionally lifting the  

                                               upper and lower eyelids. Check for and remove any contact lenses.  

                                               Continue rinse for at least 15 minutes. Show a doctor. 

 

Ingestion              Drink a neutralizing agent (eg: magnesia) dissolved in milk. Remove  

                                               person to fresh air and keep at rest in a comfortable position for                

                                               breathing. If the person is unconscious, place in recovery position  

                                               and seek medical help immediately. 

 

Physical Chemical Hazards Pain or irritation, redness, blistering of the skin. 

HANDLING AND STORAGE 

Storage area:             Store at temperatures below 40°C. Store in a dry, cool and well-     

                                               ventilated place on trays or strips of wood. Keep container closed  

                                               when not in use.  

 

Packaging materials:             It's corrosive is recommended to use stainless steel tank or carbon  

                                               steel coated. Use of drums must have double layer polymer coating  

                                               and free of weld points to avoid the reaction of the sulfonic acid with  

                                               metal. 

 

Incompatibilities:             Metals, oxides, carbides, carbonates and hydroxides.  
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TRANSPORT INFORMATION 

No-hazardous to any mode of transport. Observe state and local environmental regulations as they 

relate to transportation. Proper sealing and leak proof containers should be used to prevent possible 

leakages. 

ADR Class: 8  UN Class: 2586 

RID Class: 8  ICAO Class: 8 

ADNR Class: Class 8: Corrosive substances 

 

 IMDG Class: 8 

 

DISCLAIMER 

The product should be used in accordance with the recommendations in the Technical Data Sheet.  

No legal liability can be accepted from ‘UNICHEM SOLUTIONS’ due to application-related problems 

not written here. This document is not a Warranty Certificate. Responsibility is not accepted. 

 



 

 


