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MEK ( METHYL ETHYL KETONA) Product Code: UC-MEK-01  

 

PRODUCT DATA 

Methyl Ethyl Ketone is an active organic solvent of ketone type. MEK (C4H8O). 

PHYSICAL AND CHEMICAL PROPERTIES 

Properties Unit Value 

                       Results Min Max 

Initial Boiling Point     oC         79         78,5             - 

Dry Point           oC 79,7 - 81 

Pt-Co Color     -         2            -           10 

Water by KF       % (m/m) 0,017 - 0,1 

Acidity (as Acetic Asid)    % (m/m)   0,0026  -     0,003 

Density at 20 oC-In air g/cm3   0,8038   0,8027       0,8047 

Appearance      -            Pass     C and FSM - 

Purity       %        9,99        99,5 - 

 

APPLICATION FIELDS 

It can be used in catalyst production, industrial & institutional cleaning, industrial use, intermediate, 

paint and coatings, pharmaceutical, process/extraction solvent, process material, raw material for 

chemical processes, raw material for industry, raw material for pharmaceuticals, solvent. 

PACKAGING 

170 kg barrel. 

EXPIRY DATE 

One year from production date. 

APPLICATIONS 

It can be used in different percentages according to application field. 
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SAFETY DATA 

Cas No: 78-93-3 

HAZARD IDENTIFICATION 

Inhalation Use adequate respiratory protection. If respiratory irritation, 

dizziness, nausea, or unconsciousness occurs, seek immediate 

medical assistance. If breathing has stopped, assist ventilation with a 

mechanical device or use mouth-tomouth resuscitation. 

 

Skin Contact               Wash contact areas with soap and water. Remove contaminated  

                                                clothing. Launder contaminated clothing before reuse. 

 

Eye Contact    Flush thoroughly with water for at least 15 minutes. Get medical         

                                                attention. 

                                                                                                

Ingestion               Seek immediate medical attention. Do not induce vomiting. 

 

Physical Chemical Hazards  If ingested, material may be aspirated into the lungs and cause  

                                                chemical pneumonitis. Treat appropriately. 

 

 

HANDLING AND STORAGE 

Storage area:             Ample fire water supply should be available. A fixed sprinkler/deluge      

                                               system is recommended. Keep container closed. Handle containers   

                                               with care. Open slowly in order to control possible pressure release.  

                                               Store in a cool, well-ventilated area. 

 

 

Packaging materials:              Tank trucks, drums, barges, tank cars. 

 

Incompatibilities:              Strong oxidizers. 
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TRANSPORT INFORMATION 

No-hazardous to any mode of transport. Observe state and local environmental regulations as they 

relate to transportation. Proper sealing and leak proof containers should be used to prevent possible 

leakages. 

ADR Class: 3  UN Class: 1193 

RID Class: 3  ICAO Class: 3 

ADNR Class: Class 3: Flammable liquids 

 

 IMDG Class: 3 

 

DISCLAIMER 

The product should be used in accordance with the recommendations in the Technical Data Sheet.  

No legal liability can be accepted from ‘UNICHEM SOLUTIONS’ due to application-related problems 

not written here. This document is not a Warranty Certificate. Responsibility is not accepted. 

 



 

 


